
Fire safety requirements for temporary buildings not exceeding 2 storeys and 
occupying not more than 3 years 
 
1. The number of occupants in a room shall be calculated based on 6sqm/person 

but shall not exceed 10 persons per room. 
 

2. External exit staircases can be constructed of non-combustible material. 
However if internal staircases are provided, they shall be constructed of fire 
rated material in accordance with Fire Code. 
 

3. Staircase and corridors shall have clear width of at least 1m. 
 

4. Tread shall be at least 275mm and riser shall be at least 175mm for exit 
staircases. 

 
5. QP shall ensure that occupant load does not exceed exit capacity of the 

staircases. 
 

6. QP shall design the building with external corridors. 
 

7. Building with external corridor design:  
a. at least 2 exit staircases (remotely located) shall be provided 
b. one way travel distance <15m, Two way travel distance <45m  
 

8. To comply with setback distance for unprotected openings to boundary and 
between buildings in accordance with Fire Code.  
 

9. Element of structure, walls shall be constructed of non-combustible or fire rated 
material. No combustible/plastic material is allowed. 
 

10. Fire engine access road shall be provided to within a travel distance of 45m of 
every point on the projected plan area of the building.  
 

11. Hydrant shall be provided to serve the fire engine access road such that every 
part of fire engine access road is not more than 50m from the nearest hydrant. 
 

12. Type of fire protection system: 
a. Single storey: manual alarm  

b. More than one storey: automatic alarm/HFAD+ manual alarm. HFAD if 
provided shall be interlinked. 
 

13. Hose reel shall be provided.  
 
14. Portable fire extinguishers shall be provided. 
 
15. Exit/directional exit sign and emergency lighting shall be provided along the 

escape routes. 
 
16. Kitchen can be located within each floor, but shall not be within the dormitory 

bedroom. Only induction cooking is allowed. 



 
17. QP shall conduct tests on the fire safety systems to ensure their operational 

readiness, e.g. hose reel, fire extinguishers, etc. 
 
18. Plan submissions for these premises are not required. However, QP shall 

endorse on the plans and keep a copy of plans at the management 
office/guardroom for easy referencing.  
 

19. QP shall inform SCDF upon completion of fire safety works. SCDF will conduct 
site inspection to ensure the temporary buildings are constructed in accordance 
with the requirements. 

 

 
 
 

 


